Specifications for Dump Truck
The following specifications represent the minimum performance and functional requirements. Bidders may propose any make, model, or configuration that meets or exceeds these requirements. Where brand names or specific models are mentioned, they are for reference only and shall be interpreted as “or approved equal” or “or equivalent.” All proposed equipment must be suitable for use as a hands-on training tool in a community college commercial truck driving program.
· Year / Make / Model: 2014 or newer heavy-duty dump truck (Mack Pinnacle, Granite, or equivalent make/model that fully meets or exceeds all specifications below). 
· Axles: Minimum of three (3) axles (one steerable pusher axle and two drive axles). 
· Drive Configuration: 6x4 tandem-drive required. 
· Dump Body: Heavy-duty dump body (Waren, Mongoose, or equivalent material and construction) with hydraulic lift system. 
· GVWR (Gross Vehicle Weight Rating): Minimum 52,000 lbs (front axle minimum 12,000 lbs; rear axle(s) minimum 40,000 lbs). 
· Dump Body Capacity: 14–16 cubic yards, suitable for hauling aggregate, soil, and similar materials. 
· Body Length: 14–16 feet. 
· Tailgate: Air-operated, top-hinged or high-lift type. 
· Suspension: Four-bag air-ride suspension (or equivalent). 
· Transmission: Automatic transmission (Mack mDRIVE or equivalent). 
· Engine: Diesel engine, minimum 400 horsepower (Mack MP8, Cummins, Detroit Diesel, or equivalent). 
· Mileage: Approximately 400,000 miles (±25%) with truck history provided. 
· Brakes: Full air-brake system with ABS compliance and engine brake (Jacobs or equivalent). 
· Tires: Minimum 75% tread depth remaining on all tires; no recaps or regrooved tires permitted. 
· Wheels: Aluminum wheels preferred. 
· Miscellaneous Equipment / Features: 
· Air conditioning 
· Power door locks 
· Electric roll tarp system (or equivalent) 
· Collision mitigation / forward-collision warning system (or equivalent)
Additional Requirements 
· The truck must be in good operating condition with no major mechanical deficiencies. 
· Bidder shall supply a current vehicle history report, maintenance records, and photos of the interior, exterior, and undercarriage. 
· All safety and emissions equipment required by federal and Arkansas state law must be present and functional. 
· The successful bidder must provide a full pre-delivery inspection and any necessary repairs to bring the unit to the specified condition prior to delivery.

